
WELLDANA SAND FILTER – SPECIFICATION 

Top mounted Diameter 
in mm 

Height in mm Filter area 
in m2 

Max flow in 
m3/hour 

Sand in 
kg 

Connection 
adaptor 

Sand size 

45-151400 400 720 0,11 6,3 50 50 mm 0,4-0,8 

45-151500 533 830 0,2 11,5 100 50 mm 0,4-0,8 

45-151650 635 950 0,3 16,2 150 50 mm 0,-0,8 

45-151800 800 1140 0.5 25 260 63mm 0,-0,8 

Sidemounted Diameter 
in mm 

Height in mm Filter area 
in m2 

Max flow in 
m3/hour 

Sand in 
kg 

Connection 
adaptor 

Sand size 

45-162500 533 770 0,2 10,5 100 50 mm 0,4-0,8 

45-161650 635 848 0,3 14,5 150 50 mm 0,4-0,8 

45-160800 800 1020 0.5 25 260 63mm 0,4-0,8 

Max. working pressure 2,5 kg/cm2. Max working temperature 50 C. Pressure test 4,0 kg/cm2. Manufactured in 

fibre glass and ABS. 

The parcel includes 3 pcs. adaptors 1½” x 50 mm or 2x63mm for the 6-way multi valve. 

Version 0517 


